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Abstract Preheating treatment and employing a proper welding sequence are introduced as two efficient
approaches for reducing residual stresses in welding processes. Selecting a right welding sequence and
a proper preheating temperature for a weld system are crucial tasks, since welding residual stresses are
inevitably produced in awelded structure. However, obtaining residual stresses is very complex, andmuch
time is needed in some cases, particularly for the modeling and prediction of residual stresses in welded
structures. So in this work, we attempt to show that these stresses depend on generated entropy during
the arc welding process. Thus by obtaining thermal irreversibility effects from temperature distribution,
due to a variation of different welding parameters, selection of optimum factors to achieve minimum
residual stress is not only possible, but easier to undertake. In the proposed method, it is not a necessity
to obtain residual stress values, and one can predict the behavior of residual stress qualitatively. To do so,
3D numerical models are employed to study the similar behavior of created residual stresses and entropy
due to a variation of different preheating temperatures and three common welding sequences.
© 2011 Sharif University of Technology. Production and hosting by Elsevier B.V.
Open access under CC BY-NC-ND license.1. Introduction
Arc welding is one of the most important material-joining
processes widely used in industry. Among the merits of such
welded structures are high joint efficiency, water and air
tightness and low fabrication cost. Due to localized heating
by the welding process and subsequent rapid cooling, residual
stresses and distortion can occur near butt–welded joints. High
residual stresses in regions near the weld may promote brittle
fracture, fatigue or stress corrosion cracking. Therefore, various
methods are suggested for reducing residual stresses and the
control of distortion in weldments. But among these, here in
∗ Corresponding author.
E-mail address: amirfallahi85@gmail.com (A. Fallahi).
1026-3098© 2011 Sharif University of Technology. Production and hosting by
doi:10.1016/j.scient.2011.05.030
Elsevier B.V.
Peer review under responsibility of Sharif University of Technology.
Open access under CC BY-NC-ND license.this work, the preheating and selection of a proper welding
sequence are introduced as two efficient techniques for these
purposes. Preheating involves raising the temperature of the
parts to be welded before welding. Hence, preheating prevents
development of cold cracks by decreasing the cooling rate of
welds and heat affected zones. It also increases the toughness of
welds, especially at low temperatures, and restrains shrinkage
stress [1,2]. Many researchers have tried to estimate the
effect of preheating temperatures on residual stress behavior.
Teng and Lin [3] discussed the changes in residual stress
magnitude, due to different preheating temperatures, in steel
plates. Also Kadivar et al. [4] employed a 2D numerical model
for investigating preheating temperatures on cooling time, the
temperature field and residual stresses. Majdnia [5] showed
that preheating and postheating treatment play significant
roles in reduction of residual stress. Moienian [6] described
preheating treatments and their advantages in differentmetals.
He also presented the proper temperatures and situation for
these metals. On the other hand, employment of a proper
welding sequence can show itself as an effective and simple
approach to decrease residual stress. The advantage of this
method is that it does not require special equipment, as domost
heat treatments; it can also be used in different situations [7].
Accordingly, developing the correct welding sequence and
predicting welding residual stresses for welding systems are
essential for achieving a safe design.
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sized that selection of a suitable welding sequence can reduce
residual stresses and distortion in weldments.
Kadivar et al. [9], while modeling their welding processes
using 2D cases, obtained residual stresses for three common
welding sequences, and compared the results with each other.
Teng et al. [10] appraised the various sequence effects inmulti-
pass welding and circular paths. Nami et al. [11] studied two
common welding sequences in a rectangular plate.
Traditionally, for control of welding parameters, such as
preheating and welding sequences, to obtain a good welded
joint with minimal detrimental residual stress, a manufacturer
required time-consuming trial and error methods for their
development [12,13].
On the other hand, analytical methods for prediction of
stress distribution are accurate, but limited to simple geome-
tries with several assumptions. For these reasons, numerical
modeling seems to be a valuable option [14].
Despite various advantages of numerical methods, they are
very complex, and much time is spent, in some cases, partic-
ularly for the modeling and prediction of residual stresses in
welded structures. Furthermore, because of the many assump-
tions made in modeling stresses, some results are far from ex-
perimental data.
In this article, we employ generated entropy during weld-
ing processes to predict residual stress behavior due to the
variation of different preheating temperatures and welding se-
quences, qualitatively. By this powerful tool, it is not required
to get busy with complicatedmodeling of residual stresses, and
one can estimate probable existent residual stress behavior in
weldments before beginning welding under real conditions.
2. Entropy generation
Entropy generation is associated with thermodynamic irre-
versibility, which is present in all actual heat transfer processes
and results in a loss of available work. The contemporary trend
in the field of heat transfer and thermal design is to apply the
second law of thermodynamics and its design-related concept
of entropy generation minimization [15,16]. The entropy gen-
eration minimization concept and its usage as an optimization
technique was investigated extensively by Bejan [17–19]. He
emphasizes that heat transfer processes and devices are inher-
ently irreversible (steady producer of entropy).
Heat transfer plays a principal role in welding processes,
so due to different heat transfer mechanisms, various thermal
fields are formed in weldments. A thermal field, among
many factors that produce residual stresses and distortions,
is the most significant origin of thermal loads and residual
stresses [20,21].
Therefore, by studying the amount of entropy generated,
these thermal fields can be taken into consideration for predict-
ing residual stresses, qualitatively. In the conventional method
for obtaining the best parameters, initially the temperature
field is solved independently from the mechanical solution and
then used as an input for mechanical analysis. After that, from
obtained residual stress values, the best and optimum param-
eters can be selected. Figure 1 presents this analysis proce-
dure [10]. However, in the proposedmethod, the second part of
the analysis (mechanical analysis), which is very complex and
time-consuming, has been eliminated, and one can easily find
the best parameters by studying the amount of entropy gen-
erated. In other words, variations of different welding param-
eters affect temperature distribution directly and/or indirectly.Figure 1: Flow diagram of the selection of the best parameters by obtaining the
residual stresses and using mechanical model analysis [10].
Figure 2: Proposed flow diagram of how to select the best parameters.
Therefore, in view of the fact that the thermal field is the most
significant factor to produce entropy and residual stresses,
through various temperature distributions, variousmagnitudes
of generated entropy and residual stress are obtained. Hence
the similarity of the behavior of entropy generation and resid-
ual stress under the influence of different parameters is set as
a basis in the proposed method. Thus, without trying to obtain
residual stresses directly, the behavior of residual stresses, due
to variations of different parameters, can be predicted qualita-
tively. The following sections will show this procedure for two
important parameters; preheating and welding sequences.
Flow diagram of the suggested procedure is shown in
Figure 2.
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where q represents the heat flux and s is specific entropy per
unit volume. The total entropy generation rate, S˙gen, is expressed





For the heat transfer phenomenon, the heat flux may be as-
sumed as:
q = −k∇T . (3)
But the governing equation of heat conduction (which is valid





− k∇2T = 0. (4)
An alternative statement of the 2nd-law of thermodynamics for

























then, total entropy generation rate per unit volume, quantifying
the extent of induced irreversibilities as a result of heat transfer,
can be expressed as [23]:
λ = 1
T 2
(q).(∇T ) = k 1
T 2




As a matter of fact, if temperature distribution in a domain is
available, obtaining total entropy generation due to heat con-
duction during the welding process is trivial.
4. Model analysis
Numerical methods have several useful advantages that
should not be overlooked. Thus we employ finite element
methods to simulate the welding process under different
conditions. Initially, the welded region of a 500 mm ×
500 mm × 5 mm aluminum plate is considered for three-
dimensional modeling [24]. Cubic 3-D elements with 8 nodes
on their corners are used for meshing the weld region (see
Figure 3). The plate material is Aluminum 1100, which has
several usages in aviation industries. To determine temperature
history profiles, a nonlinear transient thermal analysis is
employed. The history dependent (transient) heat transfer
problem involves an incremental scheme with several small
time increments. The solution at a given time increment is
obtained by using the solution at a previous time increment as
an initial condition [25]. It is worth mentioning that the molten
puddle motion (speed of welding) is modeled using a birth
and death technique [11,20]. Also, convection and radiationFigure 3: Detail and finite element mesh of welded region (Aluminum plate).
Figure 4: Calculated andmeasured values of temperature profile during single-
pass arc welding for point 1. Point 1 is located in the vicinity of the weld line
(Figure 3).
Figure 5: The calculated and measured values of temperature profile during
single-pass arc welding for point 2. Point 2 is located 24 cm apart from theweld
line (Figure 3).
heat transfer are taken into consideration in this model (details
in [26,27]).
For two points (the first is adjacent to the weld line and the
other is far from it, as illustrated in Figure 3), the temperature
profiles are shown in Figures 4 and 5. The presented computed
results and the experimental data of Asle Zaeem [25] are also
plotted in the same figures (Tmax in these figures refers to the
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elements (Aluminum plate).
Figure 7: Temperature distribution at point 1 for two cases: (1) 3400 cubic
elements and (2) 16,396 pyramid elements.
maximum temperature of the above mentioned points during
the welding process).
It is clear that the differences between numerical and exper-
imental results are very small and temperature profiles have a
similar behavior. Thus, the comparison verified that the results
of the present model would be comparable to the experimental
one and so the model is satisfactory.
Then the elements that used for meshing the weld region
are changed from 3400 cubic elements to 16396 pyramid
ones (Figure 6). The results for the temperature distribution
of point 1 are illustrated in Figure 7. This Figure shows that
the temperature distribution is independent of the type and
number of elements.
In the next step, the proposedmethodology is applied to the
numerical modeling for a 300 mm × 200 mm × 5 mm steel
plate that is used in various references [3,10]. The platematerial
is SAE 1020, and its thermal and mechanical properties are de-
pendent on the temperature history, as illustrated in Figure 8.
Figure 9 depicts the dimensions and finite element mesh of
this welded plate. More than 2400 3D elements are used in this
model. The arc welding simulation is completely similar to the
aluminum plate case.
5. Preheating treatment
The preheating treatment is considered an important tech-
nique for reducing residual stress and undesired distortion in
welding processes. In this section, the effect of this techniqueFigure 8: Thermal and mechanical properties of weldment (Steel plate (SAE
1020)) [3,10].
Figure 9: Dimensions and finite element mesh of welded region (Steel plate).
on residual stress and entropy will be investigated. The tem-
perature distribution of similar points for three cases (without
preheating, preheating at 200 °C, and preheating at 400 °C) is
shown in Figure 10. This figure indicates that the peaks of tem-
perature profiles have higher values at higher preheating tem-
peratures. (In this figure, points A to E are located from theweld
line to the margin of the weld plate.)
When temperature distribution is calculated from thermal
analysis, entropy generation rate (S˙gen) is obtained based upon
Eq. (2). Results are displayed in Figure 11 for three preheated
cases. The total entropy generation in the whole welded plate
can be obtained by integrating S˙gen with respect to time.
In other words, if the area under the curve (Figure 11) is
calculated, the total entropy generation for each individual case
can be obtained. The Compound Simpson Integration Method
is employed for this procedure and results are reported in
Table 1. As can be seen, the total entropy generation decreases
with an increase in preheating temperature. Similarly, Figure 12
illustrates [3] that by applying higher preheating temperatures,
the residual stresses decrease.
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to weld line) to E (far from weld line)] for three cases: (a) without preheating;
(b) preheating with 200 °C; and (c) preheating with 400 °C.
Table 1: Variation of total entropy generation with different preheating
temperatures.




According to the coordinate system of Figure 9, the pre-
sented results illustrated in Figure 12 are related to the points
with [50 Y 0] coordinates.
The decrease of generated entropy could be the result of
a reduction in thermal gradient in the welded plate, due to
preheating treatment. At the same time, the positive effect of
preheating on the cooling rate causes a decrease in residual
stress values. Therefore, these results, in connection with resid-Figure 11: The effect of preheating treatment on entropy generation rate (Steel
plate).
Figure 12: The effect of preheating treatment on transverse residual stresses
(Steel plate) [3].
ual stresses, are in line with our findings concerning entropy
generation (Table 1).
Afterwards, we attempt to model and obtain residual stre-
sses directly in an aluminum plate. Anand’s elastic–viscoplastic
model is used for mechanical analysis [1,11]. The obtained re-
sults are comparable with results of total entropy generation
changes, due to variations in preheating temperatures (Fig-
ures 13 and 14). As these figures reveal, when the aluminum
plate is preheated to 225 °C, lowermagnitudes of residual stress
and entropy are generated.
We found that time spent throughout the proposed method
is one fifth that of a conventional approach (obtaining residual
stresses directly).Moreover, the proposedmethod’s complexity
is considerably less than the conventional one. Finally, from the
above results, one can find that the behavior of entropy gener-
ation and residual stress distribution, with respect to different
preheating temperatures, is very similar. In other words, when
residual stress goes up, the total entropy generation shows the
same behavior and vice versa.
6. Welding sequences
In order to reduce residual stress and distortion in long
butt-welded or path-welded joints, various types of welding
sequence can be used. The selection of a proper welding
sequence withminimal residual stress is an important practical
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(Aluminum plate).
Figure 14: The effect of preheating treatment on entropy generation rate
(Aluminum plate).
problem. Predicting the residual stresses of welding sequences
accurately is extremely difficult. Hence, we try to estimate
residual stress behavior, due to different welding sequences,
through the proposed method, qualitatively.
Three adopted welding sequences are shown in Figure 15.
Numerous welding sequences are used for welding in actual
cases, but the three sequences (progressive, backstep and sym-
metric) presented in this paper have the greatest applications
among different common welding sequences [10,12]. Thermal
analysis of the welding sequence model is similar to the pre-
heating one. Figures 16–18 illustrate temperature distributions
for mentioned sequences. Based on temperature distributions,
the entropy generation rate can be obtained. The procedure
is similar to the preceding one for preheating treatment. In
other words, first the entropy generation rate is plotted, with
respect to time (Figure 19). Then the area under the curve
(Figure 19) is calculated and the total entropy generation is
calculated for each sequence, independently (see Table 2). The
present results show that in the symmetric sequence, less en-
tropy is generated than progressive and backstep sequences.
On the other hand, as revealed in Figure 20, the residual stress
values of symmetric welding are smaller than those of other
welding sequences, similarly. Therefore, present residual stress
behavior, due to these welding sequences, is comparable with
that of entropy generation (Table 2). According to the results ofFigure 15: Three common welding sequences for thin wall butt-welds [10].
Figure 16: Temperature contours around theweld pool in progressive welding
(when half of plate has been welded).
Table 2: Variation of total entropy generation with respect to three
common welding sequences.




the proposedmethod, one finds that symmetricwelding caused
minimal residual stress in comparison with other investigated
sequences. This matter is achieved without obtaining residual
stressmagnitudes directly,which is very complex and time con-
suming.
It is worth mentioning that the above procedure is also
applicable to other welding parameters, using both analytical
and/or numerical models [26].
404 A. Fallahi et al. / Scientia Iranica, Transactions B: Mechanical Engineering 18 (2011) 398–406Figure 17: Temperature distribution in backstep welding. (a) First step; (b) second step; (c) third step; (d) fourth step, and (e) fifth step.Figure 18: Temperature distribution in symmetric welding. (a) First step; (b) second step; (c) third step; and (d) fourth step.
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welding sequences.
Figure 20: Longitudinal residual stress distribution along the X-direction for
different welding sequences [10].
7. Conclusions
Based on the above discussion, one can conclude that:
1. The thermal field plays an important role in generation of
entropy and residual stress during welding processes.
2. Preheating and selecting a properwelding sequence are both
suitable approaches for reducing residual stresses.
3. The behaviors of entropy generation and residual stress
distribution, with respect to different welding conditions,
such as preheating and welding sequences, are very similar.
4. By studying entropy generation behavior, we found that the
higher the preheating temperature, the lower the residual
stresses would be.
5. We also realized that among three common welding se-
quences for single-pass welding, symmetric welding creates
less residual stress and entropy generation in weldments.
6. The entropy generation rate can be used as a criterion for
comparing the effects of various preheating temperatures
and welding sequences on residual stresses.
7. The proposed method in this paper is suitable for predicting
residual stress distribution in welded parts, qualitatively.
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